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STANDARD SERIES
EASY SET-UP
ZIPPER DOOR
Lightweight

   Folded
Model  Nominal Size Weight Dimensions      
6504A 4’ W x 4’ L x 6’ H 18 lbs. 6” D x 3.8’ H
6506A 6’ W x 6’ L x 6’ H 20 lbs. 6” D x 4.5’ H
6508A 8’ W x 8’ L x 6.5’ H 31 lbs. 7” D x 5.5’ H
6510A 10’ W x 10’ L x 6.5’ H 34 lbs. 8” D x 6.3’ H
6514A  14’ W x 14’ L x 7’ H 162 lbs. 10” D x 10.3’ H

  Includes
• 2 screen windows with 

roll-up flaps
• 3 tie-down cords 

through the hub
• Ground flaps
• Heavy-duty frame
• Dual zipper roll-up door

• 7 stakes and 4 ground 
loops 

• Carrying case

Fabric
• 250 denier polyester
• Urethane coated
• Waterproof
• Mildew resistant
• UV protected
• Flame retardant (to CPAI-84 & 

NFPA701)

Frame
• Cast aluminum hubs
• Pultruded fiberglass rods

Construction
• Double stitched binding
• Exposed roof seams sealed
• Non-metallic snaps & rings

Dual Zipper 
Roll-Up Door

Tie-Down 
Cord

Roll-Up 
Windows

Tent Specifications

The Pelsue Standard Series Tents can be deployed rapidly and are easy to 
transport. They are great lightweight tents where extra functionality isn’t needed.  
The tents incorporate a dual zipper roll-up door for easy entry and exit. 


